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Introducing the FOX 2 series of pure sine wave inverters, 
meticulously crafted for the specialized needs of enterprises in 
the electrical power system and telecommunication industries. 
Developed with precision engineering and adherence to 

stringent requirements, these inverters seamlessly integrate 
into modern IT environments, prioritizing compact installation, 
automated management, and network connectivity.
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Specifications
220/110

Input Voltage V-In Range Output Voltage V-Out Range Output Current

BB-FX2-220/110-1K 220VDC 180-275 110VAC 90-132 6.7A

BB-FX2-220/110-2K 220VDC 180-275 110VAC 90-132 13.3A

BB-FX2-220/110-3K 220VDC 180-275 110VAC 90-132 20A

BB-FX2-220/110-4K 220VDC 180-275 110VAC 90-132 27A

BB-FX2-220/110-5K 220VDC 180-275 110VAC 90-132 33.3A

BB-FX2-220/110-6K 220VDC 180-275 110VAC 90-132 40A

220/220

Input Voltage V-In Range Output Voltage V-Out Range Output Current

BB-FX2-220/220-1K 220VDC 180-275 220VAC 170-280 3.6A

BB-FX2-220/220-2K 220VDC 180-275 220VAC 170-280 7.3A

BB-FX2-220/220-3K 220VDC 180-275 220VAC 170-280 11A

BB-FX2-220/220-4K 220VDC 180-275 220VAC 170-280 14.5A

BB-FX2-220/220-5K 220VDC 180-275 220VAC 170-280 18.2A

BB-FX2-220/220-6K 220VDC 180-275 220VAC 170-280 21.8A

BB-FX2-220/220-8K 220VDC 180-275 220VAC 170~280 29A

BB-FX2-220/220-10K 220VDC 180-275 220VAC 170~280 36.3A

110/110

Input Voltage V-In Range Output Voltage V-Out Range Output Current

BB-FX2-110/110-1K 110VDC 90-135 110VAC 90-132 6.7A

BB-FX2-110/110-2K 110VDC 90-135 110VAC 90-132 13.3A

BB-FX2-110/110-3K 110VDC 90-135 110VAC 90-132 20A

BB-FX2-110/110-4K 110VDC 90-135 110VAC 90-132 27A

BB-FX2-110/110-5K 110VDC 90-135 110VAC 90-132 33.3A

BB-FX2-110/110-6K 110VDC 90-135 110VAC 90-132 40A
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110/220

Input Voltage V-In Range Output Voltage V-Out Range Output Current

BB-FX2-110/220-1K 110VDC 90-135 220VAC 170-280 3.6A

BB-FX2-110/220-2K 110VDC 90-135 220VAC 170-280 7.3A

BB-FX2-110/220-3K 110VDC 90-135 220VAC 170-280 11A

BB-FX2-110/220-4K 110VDC 90-135 220VAC 170-280 14.5A

BB-FX2-110/220-5K 110VDC 90-135 220VAC 170-280 18.2A

BB-FX2-110/220-6K 110VDC 90-135 220VAC 170-280 21.8A

BB-FX2-110/220-8K 110VDC 90-135 220VAC 170-280 29A

BB-FX2-110/220-10K 110VDC 90-135 220VAC 170-280 36.3A

48/110

Input Voltage V-In Range Output Voltage V-Out Range Output Current

BB-FX2-48/110-1K 48VDC 45.5~47 110VAC 90-132 6.7A

BB-FX2-48/110-2K 48VDC 45.5~57 110VAC 90-132 13.3A

BB-FX2-48/110-3K 48VDC 45.5~47 110VAC 90-132 20A

BB-FX2-48/110-4K 48VDC 45.5~57 110VAC 90-132 27A

BB-FX2-48/110-5K 48VDC 45.5~47 110VAC 90-132 33.3A

BB-FX2-48/110-6K 48VDC 45.5~57 110VAC 90-132 40A

48/220

Input Voltage V-In Range Output Voltage V-Out Range Output Current

BB-FX2-48/220-1K 48VDC 45.5-57 220VAC 170-280 3.6A

BB-FX2-48/220-2K 48VDC 45.5-57 220VAC 170-280 7.3A

BB-FX2-48/220-3K 48VDC 45.5-57 220VAC 170-280 11A

BB-FX2-48/220-4K 48VDC 45.5-57 220VAC 170-280 14.5A

BB-FX2-48/220-5K 48VDC 45.5-57 220VAC 170-280 18.2A

BB-FX2-48/220-6K 48VDC 45.5-57 220VAC 170-280 21.8A

BB-FX2-48/220-8K 48VDC 45.5-57 220VAC 170-280 29A

BB-FX2-48/220-10K 48VDC 45.5-57 220VAC 170-280 36.3A
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24/110

Input Voltage V-In Range Output Voltage V-Out Range Output Current

BB-FX2-24/110-1K 24VDC 20-30 110VAC 90-132 6.7A

BB-FX2-24/110-2K 24VDC 20-30 110VAC 90-132 13.3A

BB-FX2-24/110-3K 24VDC 20-30 110VAC 90-132 20A

24/220

Input Voltage V-In Range Output Voltage V-Out Range Output Current

BB-FX2-24/220-1K 24VDC 22-28 220VAC 170-280 3.6A

BB-FX2-24/220-2K 24VDC 22-28 220VAC 170-280 7.3A

BB-FX2-24/220-3K 24VDC 22-28 220VAC 170-280 11A

Nominal Power Input Power Power in VA Output Power Power Output VA Product Dimensions Weight

1K 800W 1000VA 800W 1000VA L 347mm x W 482mm x H 88mm 10kg

2K 1600W 2000VA 1600W 2000VA L 347mm x W 482mm x H 88mm 10kg

3K 2400W 3000VA 2400W 3000VA L 347mm x W 482mm x H 88mm 10kg

4K 3200W 4000VA 3200W 4000VA L 430mm x W 482mm x H 88mm 14kg

5K 4000W 5000VA 4800W 5000VA L 430mm x W 482mm x H 88mm 14kg

6K 4800W 6000VA 6400W 6000VA L 430mm x W 482mm x H 88mm 14kg

8K 6400W 8000VA 6400W 8000VA L 482mm x W 470mm x H 176mm 30kg

10K 8000W 10,000VA 8000W
(BB-FX2-48/220-10K 7000W) 10,000VA L 482mm x W 470mm x H 176mm 30kg
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Electronics
Frequency In 50HZ

Frequency In Accuracy +/-10%

Input Regulation +/-1.5%

Frequency Out 60HZ

Frequency Out Accuracy +/-0.1%

Output Reguation +/-1.5%

Isolation 1500kV

Crest Factor At Nominal Power (Ratio) 10%

Output Grounding Floating

Peak Factor 0.8

Waveform Distortion 2.20%

Dynamic Response 0.8

Load Adjustment Range 0~120%

Turn On Delay <5ms

Mechanical
Style RU

Number of Rack Units 2

Cooling Forced Convection

Input Connection Method/Style 1K-4K: IEC Socket  I  5K-10K Terminals

Output Connection Method/Style 1K-4K: IEC Socket  I  5K-10K Terminals

Other Connections/ Terminals Available RS232;RS485;DRY CONTACT

Front Illumination Yes

Alarm Indicator Yes

External Construction Material Powdercoated steel
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Monitoring & Communication
Alarm Output Option Sound/Light

Alarm Output Connector Type RS232/RS485/SNMP

Alarm Output Contact Rating RS232/RS485/SNMP

Audible Alarm Yes

Input Alarm Connector Dry Contact

Over Voltage Alarm/Shutdown Load 105%-150%: 10s  I  Load >150% 5s

Redundant Operation No

Under Voltage Alarm 1K-6K: 90VAC  I  8K-10K: 176VAC

Output Over Voltage Protection 1K-6K: 135VAC  I  8K-10K: 270VAC

Output Short Circuit Protection Yes

Thermal Overload Protection Yes

Input Over Current Protection Yes

Input Polarity Protection Yes

Under Parallel Connection No

Overload Capacity Protection Yes

Mute Function Yes

Display Yes

Remote On/Off No

Environment & Testing
Operating Temperature Range 0°C to +55°C

Operating Humidity 0~90%

Storage Temperature -10°C to +80°C

Transportation & Storage Humidity 0~90%

Relative Elevation ≤2000

IP Rating 21

Compliance & Testing CE; Rosh

Vibration Resistance LEVEL 3
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